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Transformer

Main function: 
Transformer for coated electrode welding.
Use: 
use. Rutile coated electrode welding. E-6013 and
equivalent.
Electrical power supply: 
Ph. 220/380 V – 50Hz.
Main advantages:
- Electromechanical system. Reliable and robust.
- Continuous welding voltage adjustment.
- Electrode welding up to 3.25-4.00 mm diameter
- Professional format with wheels. Easy transfer.
- They include 220 V auxiliary tap

TECHNICAL CHARACTERISTICS. NUEVO MINI GAR 180                   Ref: 52100000

Input voltage U1 (V) (Single-phase 50Hz)                         220/380V
Maximum input intensity I1max                                           41/24 A
E�ective input intensity I1e�                                                 25/15 A
Secondary no-load voltage U20                                           55 V
Continuous adjustment margin (I2min-I2max) (A)         35 ÷ 160A
Duty cycle I2max - X (%)                                                          160 A – 35%
Welding intensity I2 – 60%                                                     120 A – 60%
Welding intensity I2 – 100%                                                   95 A – 100%
Thermal insulation H                                                                (180 ºC)
Ventilation                                                                                    FORCED
Dimensions W x H x L (mm)                                                    410-900-340
Weight                                                                                           31 Kg
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