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GENERAL CHARACTERISTICS 

Description: 

Electronic rectifier for welding all types of coated electrodes and TIG 
procedure. 

Use: 

Industrial outdoor use (Off shore). 

Electrical power supply: 

3Ph. 230/400V –50/60Hz 

Main advantages: 

- Welding of all kinds of electrodes: normal, special and cellulosic. 
- TIG process welding. Lift-arc process. TIG arc-striking current of 5 A. 
- HOT START and ARC FORCE adjustable in front panel. 
- Purely industrial conception. Design for "OFF SHORE" outdoor work. 
- Dual potentiometer remote control for fine tuning welding current (included 

as standard with the unit). 
- Standard Digital V-I measurement system. 
- Adjustment by thyristorised system (great reliability). 
- Stable welding current notwithstanding the cable length and power supply 

voltage. 
 

TECHNICAL CHARACTERISTICS GAR CONTINUOS 450 
Ref. 411.00.00 

Power supply voltage (U1 - III 50/60 Hz). (1) 230/400 V 
Maximum primary intensity I1max 71 A / 41 A 
Primary effective intensity I1eff 42 A / 24 A 
Maximum power P1max 28.5 KVA 
Power factor Cosphi 0.87 (450 A) 
Open circuit voltage U20 75 V 
Continuous adjustment margin I2min-I2max 5-450 A 
Max. welding intensity I2max / Duty cycle X% 450 A/35% 
Welding intensity I2-60% / Duty cycle X% 336 A/60% 
Rated welding intensity X%=100%  (I2n) 260 A/100% 
Remote control. STANDARD MD-1 (10 mt.) 
TIG welding application. YES 
HOT START function.  ADJUSTABLE 
ARC FORCE function. ADJUSTABLE 
ANTISTICKING function for electrode. YES 
TIG LIFT-ARC function. YES 
CUT-AIR function. ----- 
DIGITAL MEASUREMENT function of U-I parameters YES 
TIG function: arc-striking without contact with HF. With Modular HF DC 
Mechanical protection degree (IP).  IP 23 
Thermal insulation degree. H (180ºC) 
Dimensions W x H x L (mm). 800 x 687 x 1390 
Weight (kg).  190 Kg. 

ACCORDING TO UNE-EN 60974. (1) Other power supply voltage values on demand. 
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GAR CONTINUOS DIMENSIONS MD-1 DIMENSIONS 

GAR CONTINUOS 550
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TYP: GAR CONTINUOS 450
REF:411.00.000

CIF A- 50 /045319

50.014 ZARAGOZA - SPAIN
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GAR CONTINUOUS 450 ELECTRODE-DUTY CYCLE CHARACTERISTIC 
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