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Pressure Regulator EN-2000

Principal function: 
Filling tanks, pressurising and sweeping pipes and 
any pressuer adjustment or combustible or inert
gases.

Use:
Welding, heating and cutting processes with �ame.

GAS USED:                                                                                                   Acetylene
Class according to UNE-EN-2503                                                         Class 2
Rated Maximum Inlet Pressure (P1)                                                     25 bar
Rated Maximun inlet Pressure (P2)                                                      1,5 bar
Standard Discharge (Q1)                                                                         5 Nm3/h
Stabilised Outlet Pressure (P4)                                                              1,7 bar
Maximum Discharge AT Pressure P2 (Q max)                                   5,5  Nm3/h
Pressure Increase Coe�cient (R)                                                           0,28
Irregularity Coe�ciente (i)                                                                      0,2
Pressure gauges                                                                                          Accor. to EN 562 Class 2.5
Inlet Thread                                                                                                  GAS 5/8” EXT.
Outlet Thread                                                                                              GAS 3/8”  LH
Materials:                                                                                                      ACCORDING TO EN 29.539
Body (Treatment)                                                                                        Brass CuZn39Pb3
Joints                                                                                                               Nylon and EPDM
Cover (Treatment)                                                                                       Polyamide + Fibreglass
Filter                                                                                                                 Sintered Brass
Seal                                                                                                                  Rubber
Menbrane                                                                                                      NBR
Pressuer spring                                                                                            DIN 2076 Zinc-Plated Steel
Sealing spring                                                                                               Stainless Steel 17224                                                                                                    
Application standars:                                                                                UNE-EN-2503 
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